K2 AluminumjElectrolyticjCapacitoy

Kingtronics produce and sell a wide variety of Aluminum Electrolytic Capacitors with long life,

low impedance and excellent performance options. Operating temperatures up to 150°C are available.
Applications include automotive power, industrial LED lighting, telecom infrastructure and so on.
Please refer to below product list of Aluminum Electrolytic Capacitors.
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Kt Diodes and|Rectifiers

1N4001-1N4007 6A05-6A10 M1-M7 ES1A-ES1J
1A11A7 10A05-10A10 GS2A-GS2M ES2A-ES2J
1N5391-1N5399 10A05G-10A10G GS3A-GS3M ES2A-ES2J
1N5400-1N5408 HER101-HER108 RS1A-RS1M ES3A-ES3J =
1N4933-1N4937 HER151-HER158 RS2A-RS2M ES3A-ES3J
1N4148,11L4148 HER201-HER208 RS2A-RS2M ES5A-ES5J
1N5817-1N5819 HER301-HER308 RS3A-RS3M SS12-SS110
1N5820-1N5822 HER601-HER608 RS3A-RS3M SS22A-SS210A
FR101-FR107 SR120-SR1100 RS5A-RS5M SS32A-SS310A
FR151-FR157 SR220-SR2100 US1A-US1M SS52A-SS510A
FR201-FR207 SR320-SR3100 US2A-US2M S$822-5S210
FR301-FR307 SR520-SR5100 US2A-US2M SS32B-SS310B

SMAJ5.0A-440A RS1A-RS1M US3A-US3M SS52B-SS510B
- [SMBJ5.0A-440A US1A-US1TM US3A-US3M SS32-SS310
SMCJ5.0A-440A GS1A-GS1M US5A-US5M SS52-58510

— UL Approved: E3472:1/4

1.0A Bridge Rectifiers W005 - W10 6.0A Bridge Rectifiers KBPC6005 - KBPC610

8.0A Bridge Rectifiers KBPC8005 - KBPC810
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Notes : Specifi

tion are subject to change without notice. Please refer to our website : www.kingtronics.com Gl



